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Why quality counts in CCTV



The Right Camera For The Job

Purpose of camera?  Activity detection, recognition, identification.

Light Levels

Angle of View

Resolution and Resolution Yield

Physical Requirements

Lens Requirements



WV- NP1004
ßMega Pixel

WV- NW484
ßVandal Resistant

WV- NS202A
É PTZ IP 

WV- NF284
É Fixed IP 
dome

WJ- NT304/314 
É 4ch Encoder
É2ch analytics

WV- NP244
ß Leader VGA model

WJ- ND200 
É Removable  Disk  

NDR

WJ- ND300A
É Performance NDR

WV- ASM100 & 100L
É Management 

software

WV- NW964

ßOutdoor PTZ 

dome

WV- NS954 
É Indoor PTZ 

dome

WV- ASM10
É Software decoder for 
video wall

WV- NP304
É Mega Pixel 

WV- NF302
É Mega Pixel  
dome

WJ- GXD400 
É HD Video 
Decoder

WJ- ND400 
É Next Generation NDR

Panasonic Line Up



H.264 Megapixel IP Camera

KEY FEATURES

É H.264 High Profile for superior images and smaller data 

É 3 Mega Pixel 

¸ H.264: Up to 1.3 MP (1280x960) 

¸ JPEG: Up to 3.0 MP (2048x1532)

É Mega Super Dynamic (Mega SD)

É Auto Back Focus (ABF)

É Adaptive Black Stretch (ABS)

É Sensitivity for low light condition

É Face Detection

É Local Storage: SDHC

É Power over Ethernet (PoE)

É Vandal Proof (only NW502S)

É IP66, Dehumidification device for Outdoor (only NW502S)

WV-NP502 WV-NW502S

Newest i-Pro Cameras



Resolution: Lines of Resolution

EIA-1956 Resolution Chart



Not all Pixels are Created Equal

Actual lines of resolution achieved 

can be effected by

ÅSignal to Noise Ratio

ÅImager Size

ÅSensitivity

ÅLenses

Megapixel cameras can be great, 

but make sure the gain in resolution 

justifies the extra bandwidth and 

storage needed to support them.



Resolution

Standard Resolution
(WV -NP244,NS202,NW484S, NF302) 

VGA 640x480

QVGA 320x240



Resolution

Megapixel Resolution
WV-NP1004/WV -NP304/WV -NF302 

WV-NW504 and WV -NP502 in 1.3M Mode

1280x960

640x480

320x240



Megapixel Resolution
WV-NW502 and WV -NP504 in 3M Mode

2048 x 1532 (8 VGA JPEG) 

1280 x 960 (4VGA)

640 x 480 (VGA)

Resolution



High profile

H.264 High Profile

H.264 Profiles

Base line profile

Main

profile

Extended

profile

Picture

Quality

Smaller Picture Data 

Size

Better H.264 = Smaller Data Size & Better Picture 

Panasonic


